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Bakrie

CERTIFICATE OF ANALYSIS e
PRODUCT NAME: REFINED GLYCERINE USP 99.7%

FPS No. : FPS-QA-205 Manufacturing Date : 2023-08-09
PO /SI No. : 88001363/2023 ) Shelf Life : 2 Years
Analysis Date : 11 AUGUST 2023
Batch no. Container No. Drumming
7202-3221-122T17-G-D MRKU7797707 80 Drums
7202-3221-122T17-G-D CLHU3827334 80 Drums
7202-3221-122T17-G-D MSKU3737682 80 Drums
7202-3221-122T17-G-D MRKU7242550 80 Drums
7202-3221-122T17-G-D MRSU0023580 80 Drums
7202-3221-122T17-G-D MRKU9378490 80 Drums
SHIPMENT QUALITY REPORT
PARAMETER METHODS VALUE LIMITS
Identification A by IR Glycerin USP 42 Pass Pass - as glycerin
|dentification B by GC DEG EG, % USP 42 Pass Pass - not more than 0.10 each of DEG and EG
Identification C by GC Glycerin USP 42 Pass Pass - as glycerin
Fatty Acids and Ester USP 42 0.3 USL: 1 ml of 0.5N NaOH
Sulfate USP 42 ass Pass (USL: 20ppm)
Specific gravity USP 42 1.2616 | LSL: 1.2613 @25/25°C
% Glycerin (calculated from Specific Gravity) Calculated 99.8 LSL: 99.7
Assay on anhydrous basis, % USP 42 100.0 99.0 - 101.0
Chloride USP 42 ass Pass (USL: 10 ppm)
Residue on Ignition USP 42 0.00 USL: 0.01%
Moisture USP 42 0.1 USL: 0.3%
AOCSH# Ea 9-65/ .
Color APHA 1S0 6271 3 USL: 10
Chlorinated Compounds USP 42 Pass Pass (USL: 30 ppm)
Related Compounds, % USP 42 Pass Pass (USL: 0.1 individual impurity, USL:1.0 for total impurities)
Residual Solvent USP 467 Compliant | meet requirement
Heavy Metals USP 34 Pass Pass (USL: 1 ppm)
Appearance Visual Pass Pass (Clear liquid, free of extraneous matter)
Odor Sensory Pass Pass Typical Odor
Prepared and Reviewed By: CERTIFIED BY:-
NAME : SIGNATURE: PT. DOMAS %NT‘ PRIMA
Muhammad Thoha Charli C Tarigan
QC Superintendent QC Manager
(AS MANUFACTURER)
DATE: August 11", 2023

This analysis not to be construed as warranty. Customer is responsible to verify the lot and code numbers of product received with the numbers contained on this
report and perform any other analysis necessary to determine suitability of the product described above or the use intended by the customer.

USL = Upper Specification Limit PASS = Within LSL = Lower Specification Limit

PT DOMAS AGROINTI PRIMA

J1. Access Road Inalum Km. 15, Kuala Tanjung, Desa Lalang, Kec. Medang Deras, Kabupaten Batu Bara 21257 Sumatera Utara, Indonesia. Telp.+62 622-620329
PT Bakrie Renewable Chemicals (Holding Company):

Kompleks Rasuna Epicentrum Bakrie Tower 181" Flaav 11 H R Rasuna Said, Jakarta 12960, Indonesia. Telp.+62 21-29941676, +62 21-29941714




